
PRODUCT DESCRIPTION:
Kevlar® with MicroSurface nitrile coated palm & fingers, 13 gauge, me-
dium weight.
 • MicroSurface together with Kevlar, a choice for bullet resistant   
  vests, offers the high assurance of cut resistant protection.
 • Offers promising protection to oil penetration. Double coated
  surface keeps hands clean for oily handling.
 • MicroSurface™ technology provides excellent grip to reduce 
  slippage of sharp objects under dry, wet and oily conditions.  
 • 13-gauge seamless liner and ergonomic design assures 
  maximum comfort with minimum hand fatigue.

Applications:

 Used in assembly, automotive, machine operation, oily material  
handling.

KEVLAR® GLOVES WITH NITRILE COATING

DIMENSIONS:

Size Available            S M L XL XXL
Over Length (cm) – A 23.5 24.5 26.0 26.5 27.5
                      (in) 9.3 9.6 10.2 10.4 10.8
Palm Width (cm) – B 8.0 8.3 9.2 9.5 10.3
                     (in) 3.1 3.3 3.6 3.7 4.1

Hem Color Blue Gold Purple Green Gray

BARCODE # DOZEN CASE      

09-K1660/XXL 01616314096524 02616314096523
09-K1660/XL 01616314096517 02616314096516
09-K1660/L 01616314096531 02616314096530
09-K1660/M 01616314096500 02616314096509
09-K1660/S 01616314096494 02616314096493
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TECHNICAL DATA:
Material: Kevlar®, nitrile
Color: Black & yellow
Cuff Style: Elastic knit
Available Sizes: S - XXL
Packaging: 12 pairs per dozen, 6 dozen per case
Case Dimensions (cm): 57 X 34 X 19 / (in): 22.4 x 13.4 x 7.5
Case Weight: (S) - 11.0 lbs / 5.0 kg (XL) - 14.3 lbs / 6.5 kg
         (M) - 12.1 lbs / 5.5 kg (XXL) - 15.4 lbs / 7.0 kg
         (L) - 13.2 lbs / 6.0 kg
Country of Origin/Harmonization Code: China/6116.10.6500

Laundering Instructions:

Machine wash in warm water with Detergent. Rinse well and spin  
extract using high speed. Tumble dry on Low to Medium heat setting. 
Can be Dry-Cleaned. DO NOT BLEACH.

PERFORMANCE PROPERTIES:
ASTM F1790: 717 grams 
EN388: 4343

Abrasion  0 1 2 3 4 
Cut  0 1 2 3 4 5
Tear  0 1 2 3 4 
Puncture  0 1 2 3 4 4 3 4 3

This document is the property of PIP and the information contained herein is proprietary to PIP.
DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

Products made with Kevlar® Technology are cut-resistant but not cut proof. Do not use with serrated or moving blades.


