
PRODUCT DESCRIPTION:
Maximum Safety® Journeyman KV professional workman’s glove, brown 
goatskin leather reinforced palm and back, hi-vis yellow knuckle protec-
tors, Kevlar® lined, airprene wrist.
 • Full Kevlar® lining;
 • Genuine goatskin leather;
 • Split goatskin leather reinforced fingertips;
 • Internal foam padded palm;
 • TPR (Thermo Plastic Rubber) Molded knuckle guards;
 • Nylon Spandex fabric;
 • Reflective knuckle tape;
 • Sandy PVC thumb crotch & thumb reinforcement;
 • Micro cotton thumb;
 • Easy-on, Easy-off design;
 • Hook & loop closure patch. 

Applications:

 Ideal for heavy / light construction, auto repair, demolition, manufac-
turing, mining, fabrication, landscaping.

JOURNEYMAN KV

DIMENSIONS:

Size Available            S M L XL XXL
Over Length (cm)–A 22.9 23.9 24.8 25.8 26.3
                      (in) 9.0 9.4 9.75 10.15 10.35

Palm Width (cm)–B 9.5 10.2 10.8 11.4 12.1 
                     (in) 3.75 4.0 4.25 4.5 4.75 

Tolerance (in)  <---------------------------- +/- 0.125 ------------------------------>

BARCODE # DOZEN CASE      

120-4100/S 01616314069276 02616314069275
120-4100/M 01616314069269 02616314069268
120-4100/L 01616314069252 02616314069251
120-4100/XL 01616314069283 02616314069282
120-4100/XXL 01616314069290 02616314069299
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TECHNICAL DATA:
Material: Leather/spandex/Lycra/Kevlar®

Construction: Back: Unlined spandex fabric (96% nylon, 4% spandex); 
Palm: goatskin leather, 0.7 - 0.8 gauge; Fingers: Heavy lycra fabric (94% 
nylon, 6% lycra); Knuckles: Vinyl TPR mold; Lining: Kevlar® fabric
Color: Brown, black & yellow
Cuff Style: Hook and loop wrist closure
Available Sizes: S-XXL
Packaging: 12 pair per dozen, 6 dozen per case
Case Dimensions: cm - 50 x 38 x 38 / in - 22.8 x 15.7 x 9.8 
Case Weight: 21.6 lbs / 9.8 kg
Manufacturer Certifications: ISO9002 certified
Country of Origin/Harmonization Code: Pakistan/4203.29.1500

Laundering Instructions:

Hand wash in cold water. Do not bleach. Hang dry; tumble dry is not 
recommended. Do not iron. 

This document is the property of PIP and the information contained herein is proprietary to PIP.

PERFORMANCE PROPERTIES:
 • Method ASTM F1790-04
 • 1,155 GRAMS
 • EN388 Level 4 Cut Resistance


