
PRODUCT DESCRIPTION:
G-Tek AG, Black nitrile with MicroSurface grip, green nylon liner, 18 
gauge. 
 • Gloves feature MicroSurface, a new surface treatment that 
   provides a superior grip in dry, wet and oily conditions by  
   reacting like tiny suction cups that attach themselves firmly to  
   the material being handled.
 • Excellent resistance to liquid permeation.
 • Oil does not penetrate the glove like foam nitrile styles.
 • Tremendous comfort and dexterity.
 • Strong protection from punctures and abrasions.
 • Seamless nylon liner for comfort and better fit.
 • Open back for comfort.

Applications:

 Used in general assembly of oily parts, metal handling, fishing and 
machine operation.

NYLON WITH NITRILE - MICROSURFACE GRIP

DIMENSIONS:

Size Available            XS S M L XL XXL
Over Length (cm) – A 19.5 21.5 23.0 23.5 24.5 25.0
                      (in) 7.7 8.5 9.1 9.3 9.6 9.8
Palm Width (cm) – B 8.0 8.5 9.0 9.5 10.0 10.5
                     (in) 3.1 3.3 3.5 3.7 3.9 4.1

Hem color Pink Blue Beige Purple Green Gray
Tolerance             +/- 2.0 Length, +/- 1.0 Width

BARCODE # DOZEN CASE      

34-400/XS 01616314092243 02616314092242
34-400/S 01616314092250 02616314092259
34-400/M 01616314092267 02616314092266
34-400/L 01616314092274 02616314092273
34-400/XL 01616314092281 02616314092280
34-400/XXL 01616314092298 02616314092297

TECHNICAL DATA:
Material: Nitrile, nylon
Color: Green & black
Cuff Style: Knitwrist
Available Sizes: XS-XXL
Packaging: 1 pair per bag, 12 pairs per dozen, 12 dozen per case
Case Dimensions: (cm) - 47.0 x 27.0 x 23.5 / (in) - 18.5 x 10.6 x 9.3
Case Weight: 11.0 lbs / 5.0 kg 
Manufacturer Certifications: ISO9001:2000 certified
Country of Origin/Harmonization Code: China/ 6116.10.6500

Laundering Instructions:

Recommend washing gloves in slightly warm water not exceeding  
40o C. A mild non-ionic detergent should be used. A 5-10 minute cycle 
time should be employed. Tumble dry on low - maximum temperature 
140°F (60° C)

This document is the property of PIP and the information contained herein is proprietary to PIP.
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PERORMANCE PROPERTIES:
EN388: 2121
Abrasion  0 1 2 3 4 
Cut  0 1 2 3 4 5
Tear  0 1 2 3 4 
Puncture  0 1 2 3 4 
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