
PRODUCT DESCRIPTION:
MaxiFlex® Ultimate by ATG®, hi-vis seamless knit nylon orange liner, 
black micro-foam nitrile coated palm and fingertips.
 • Treated with breathable SinAqua™ to repel water and light oil.
 • Minimal penetration (strike through) keeps the liner soft on the  
   inside of the glove.
 • Excellent dexterity, sensitivity and tactility - breathable coating   
   keeps hands cool and dry.
 • Non-marking to reduce product contamination.
 • Designed to produce minimal lint and dust.
 • Silicone-free.

Applications:

 Used in applications which require a high degree of dexterity and sen-
sitivity, especially where grip is important, such as handling small oily 
parts and components, general assembly, machining, micro-engineer-
ing, automotive components, painting, horticulture and maintenance. 

MAXIFLEX™ NYLON, MICRO-FOAM NITRILE GRIP

DIMENSIONS:

Size Available            S M L XL XXL  
Over Length (cm) – A 20.5 21.5 22.0 22.5 23.0  
                      (in) 8.1 8.5 8.7 8.9 9.1
Palm Width (cm) – B 8.2 8.4 9.4 9.7 10.0  
                     (in) 3.2 3.3 3.7 3.8 3.9

Hem color White Green Brown Yellow  Gray

BARCODE # DOZEN CASE      

34-8014/S 01616314079091 02616314079090
34-8014/M 01616314079107 02616314079106
34-8014/L 01616314057723 02616314057722
34-8014/XL 01616314079114 02616314079113 
34-8014/XXL 01616314079121 02616314079120

TECHNICAL DATA:
Material: Nitrile, nylon, Lycra®

Color: Black/Orange
Cuff Style: Knitwrist
Available Sizes: S-XXL
Packaging: 12 pairs per dozen, 12 dozen per case
Case Dimensions: (cm) 56.0 X 36.0 X 20.0 / (in): 22.0 x 14.2 x 7.9
Case Weight: (S) 13.2 lbs / 6.0 kg (L) 15.7 lbs / 7.1 kg
         (M) 15.0 lbs / 6.8 kg (XL) 16.3 lbs / 7.4 kg
         (XXL) 17.0 lbs / 7.7 kg
Manufacturer Certifications: ISO9001:2000/ISO14001:1996 certified
Country of Origin/Harmonization Code: Sri Lanka/6116.10.6500

Laundering Instructions:

Recommend washing gloves in slightly warm water not exceeding  
40o C. A mild non-ionic detergent should be used. A 5-10 minute cycle 
time should be employed. Hang dry; tumble dry is not recommended.

This document is the property of PIP and the information contained herein is proprietary to PIP.
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PERORMANCE PROPERTIES:
EN388: 4141
Abrasion  0 1 2 3 4 
Cut  0 1 2 3 4 5
Tear  0 1 2 3 4 
Puncture  0 1 2 3 4 4 1 4 1


