
Product dEScrIPtIoN:
Mens top grain cowhide leather driver glove, split cowhide back, reg-
ular grade, keystone thumb, grain palm, shirred elastic wrist, Kevlar® 
stitched, rolled leather hem.
 • All leather top grain cowhide construction.
 • Split cowhide back with shirred elastic wrist. 
 • Consistent grading and superior workmanship.
 • Excellent dexterity and abrasion resistance.
 • Rolled leather cuff for use in light duty welding
 • Chromium free.

Applications:

 Used in construction, machine operation, light duty welding, utility 
work, farming, roping and many other general applications.

Unlined leather driver’s Gloves, top Grain Cowhide

dImENSIoNS:

Size Available            S M L XL
Over Length (cm) – A 22.3 23.5 24.8 26.0
                      (in) 8.8 9.3 9.8 10.2
Palm Width (cm) – B 11.5 12.3 12.8 13.3
                     (in) 4.5 4.8 5.0 5.2

Leather Thickness                  0.9 - 1.0 mm
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BarcodE # dozEN caSE      

68-163SB/XL 01616314008610 02616314008610
68-163SB/L 01616314008603 02616314008603
68-163SB/M 01616314008597 02616314008597
68-163SB/S 01616314008580 02616314008580
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tEchNIcal data:
Material: Cowhide leather
Construction: 100% leather, Kevlar® stitching
Color: Natural with gray
Cuff Style: Slip on
Available Sizes: S-XL
Packaging: 12 pair per dozen, 10 dozen per case
Case Dimensions (S) cm - 63 x 25 x 26 / in - 24.8 x 9.8 x 10.2 
                (M) cm - 64 x 26 x 26 / in - 25.2 x 10.2 x 10.2
                (L) cm - 65 x 27 x 26 / in - 25.6 x 10.6 x 10.2
                (XL) cm - 65 x 28 x 26 / in - 25.6 x 11.0 x 10.2
Case Weight: (S) 31.0 lbs / 14.0 kg (L) 39.0 lbs / 17.7 kg  
         (M) 34.7 lbs / 15.7 kg (XL) 43.0 lbs / 19.5 kg
Manufacturer Certifications: ISO9001:2008 certified
Country of Origin/Harmonization Code: India/4203.29.0800
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